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• Power handing(RMS):1000 watts
• Nominal impedance:4 Ω.
• Frequency response: 45Hz - 150Hz ±3dB.
• Axial sensitivity :103 dB@1W/1M in anchoic chamber
• Maximum SPL:133 dB (continuous) 137 dB (peak).
• Durable die-cast handle.
• Professional speaker connectors:
2×NL4MP (IN and LINE OUT)
• Solid steel grille protection.

	MODEL
	AR218B

	Aystem Configuration
	Horn subwoofer

	Sbsystem
	LF
	1×18″

	
	HF
	N/A

	
	MF
	

	Dimensions( ±3mm)
	FH
	550mm

	
	HH
	

	
	W
	1320mm

	
	D
	750mm

	Weights (Kg)
	124

	Packing Quantity
	×1

	Connectors
	2×NL4MP

	Constraction
	18 mm birch plywood bi-angle trapezoidal cabinet finished black waterproof paint

	Grille
	steel grille with acoustically transparent foam

	PERFORMANCE

	Frequency Response(±3dB)
	45Hz～150KHz

	Sensitivity(1W.1M in anchoic chamber)
	103dB

	Max SPL

	Constinuous
	133dB

	Peak
	137dB

	Dispersion(H×V)

	Horizontal
	N/A

	Vertical
	

	Impedance

	LF
	4Ω

	MF
	N/A

	HF
	N/A

	Power Handling(AES)

	LF
	1000W

	MF
	N/A

	HF
	N/A

	Conssover Point
	≤300Hz



