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Multi-band sound enhancer_EP 2.0
· 多段音频激励器 

· XLR 立体声输入、输出 

· 100Hz至250Hz 低音输出 

· 旁通管（分流器）开关 

· 1KHz--8KHz 提高率 

· 低音相位转换开关（0°--180°） 

· "classic"与"PoP"效果 

· 50Hz/100Hz 低频切除，减少系统负载 

	SPECIFICATIONS

	Input
	RF filtered, electronically servo balanced

	Input impedance
	40k ohms, balanced

	Nominal operating level
	-40dB to -2dB

	Maximum input level
	+20dB unbalanced

	Common mode rejection
	Better than 40dB

	output
	DC-decoupled balanced output stage

	Output impedance
	40 ohm, balanced

	Maximum output level
	+20dB balanced

	Frequency response
	10Hz to 50kHz, +0dBu/-1dB

	Total harmonic distotion THD
	0.005% typical @+4dBu,all controls at min

	Intermodulation distotion IMD
	0.01% typical @+10dBu

	Hum and noise ,unity gain
	-94dB(20Hz to 22KHz all controls at minimum

	Crosstalk @20KHz
	Better than -83dBu

	Special features
	Mono 0 bass output Low band processor/ High band processor

	Weight(kg)
	2.1/2.8


	输入 
	RF filtered, electronically servo balanced

	输入阻抗
	平衡 40Ω

	正常工作电平
	-40dB ~ -2dB

	最大输入电平
	非平衡 +20dB 

	共模抑制
	≥40dB

	输出
	DC-decoupled balanced output stage

	输出阻抗
	平衡式 40Ω

	最大输出电平
	平衡式 +20dB

	频率响应
	10Hz to 50kHz, +0dBu/-1dB

	总谐波失真
	0.005% typical @+4dBu,all controls at min

	互调失真
	0.01% typical @+10dBu

	交流声 整体增益
	-94dB(20Hz to 22KHz all controls at minimum

	通道分离度20KHz
	≥ -83dBu

	特征
	Mono 0 bass output Low band processor/ High band processor

	净重/毛重(Kg) 
	2.1/2.8



