[image: image1.jpg]


          广州市兆韵通声光科技有限公司  www.housaudio.com  TEL:(020)8271 8288 FAX:(020)8271 8033


GOLD300 . GOLD500 . GOLD700

产品特点：

· 两单声道平衡结构 

· 高效冷却系统 

· 优质环行变压器 

· 高品质电容 

· 软启动 

· 限幅 

· 灵敏度开关：0.77V 26dB 1.44V 

· 立体声、桥接、并联 

· 悬浮/接地开关 

· XLR、PHONE JACK输入 

· SPEAKON BINDING输出

	MODEL
	GOLD 300
	GOLD 500
	GOLD 700900

	Outout Power TA 1KHz THD≤0.1% 
	Stereo
	8Ω
	300W+300W
	500W+500W
	700W+700W

	
	
	4Ω
	450W+4500W
	750W+750W
	1050W+1050W

	
	Bridge
	8Ω
	900W
	1500W
	2100W

	
	Parallel
	2Ω
	600W
	900W
	2700W

	Frequency response
	20Hz-20KHz ±1.5dB

	Input sensitibity 
	0.77V/26dB/1.4V

	S/N ratio
	90dB
	95dB

	Power consumption half power 8 Ω
	400W
	650W
	900W

	Connector
	BAL XLR , 1/4"JACK INPUT,5WAY BINDING,SPEAKON

	Input Impedance
	20KHz(balance) 10KHz(unbalance)

	Crosstalk at rated output(8Ω 1KHz) 
	＞70dB

	Damping factor（ f=1KHz 8Ω）
	＞230
	＞250

	Protection 
	short circuit,current limited,DC fault,AC line fuse,thermal cut off,voltage limited slow start

	Cooling system
	Two Variable speed fan

	Power Supply
	115V/230 50Hz/60Hz

	Weight(Kg) N/G
	26/28.5
	28/30.5
	31.3/33.8

	Dimensions(W×D×H)
	482mm×475mm×132mm



