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WOOD


产品特点： 

· 优质PCB板 

· 两通道单独电源 

· 软启动 

· 完善保护系统（过热、过载、短路等） 

· 高效冷却系统 

· 限幅 

· 输入灵敏度：1000mV 

· XLR、PHONE JACK输入 

· SPEAKON BINDING输出 

	MODEL
	WOOD200
	WOOD300
	WOOD450
	WOOD600
	WOOD900

	Outout Power TA 1KHz THD≤0.1% 
	Stereo
	8Ω
	200W+200W
	300W+300W
	450W+450W
	600W+600W
	900W+900W

	
	
	4Ω
	30W+300W
	450W+450W
	700W+700W
	900W+900W
	1350W+1350W

	
	Bridge
	8Ω
	600W
	900W
	1400W
	1800W
	2700W

	Frequency response
	20Hz-20KHz ±1.5dB

	Input sensitibity 
	1000mV


	S/N ratio
	＞84dB

	Crosstalk at rated output(8Ω 1KHz) 
	＞65dB

	Damping factor（ f=1KHz 8Ω）
	＞200
	＞300
	＞400
	＞400
	＞500

	Protection 
	soft start,AC/DC,clipping,temperature,short circuit

	Cooling 
	Two-steps fan

	Connector
	INPUT:BALl XLR , BALL1/4",OUTPUT: BINDING POST

	Power consumption half power 8 Ω
	240W
	360W
	550W
	700W
	1100W

	Weight(Kg) N/G
	16.5/18.5
	18/20
	20/22.3
	21.5/23.5
	24/26

	Dimensions(W×D×H)
	482mm×470mm×88mm



